
WARNING | AVERTISSEMENT
Always use a Professional Installer

abrasives or chemicals will void the warranty. 

All of our products go through quality control before shipping, 

avant de les expédier, mais nous vous recommandons d’examiner 

!

!

INSTALLATION GUIDE | GUIDE D’INSTALLATION

Technical Service:
75 Lindsay Ave
Dorval, QC H9P 2S6
Tel: 514-636-6116
Fax: 514-636-5491

service@nortesco.com

View our complete range 
and all other brands at 
www.nortesco.com



Re-Installing the Drawers | :

1. Pull out the slides 2. Lay the drawer on the 
slides

3. While holding the back of the slides, 

Removing the Drawers |

1. Pull the drawer out and up 

while holding both sides of the drawer

1. Tirez les coulisses
coulisses 

3. Tenez les coulisses pendant que vous 

vous entedez un ‘clic’

click. 

voir Fig.3b & 3c. Vous aurez bien entendu un ‘clic’ si il est installé proprement



Door Adjustment | Réglage des portes:

1. Width Adjustment
Turn the screw 1

2. Depth Adjustment

3. Height Adjustment
Loosen the screws at 3 on the 

back on.

Removing Doors
Unclick the hinge at 4 

1. Réglage des portes
Tourner les vis 1

2. Réglage de la profondeur

(1 tour). Régler la profondeur 
et resserrer la vis.

3. Réglage de la hauteur
Avec les plaques de montage 
correspondanted, dévisser les vis 
3 (1 tour), régler la hauteur, et 
resserrer le vis 3.

Enlever les portes
Décliquer l’onglet 4

Drawer Adjustment |

A. Front Height Adjustment +-2mm| Ajustement de l’hauteur devant +-2mm
Use a screwdriver to counterclockwise to lower the front panel, or clockwise to raise it.

B. Front right adjustment 1mm | Ajustement a droite 1mm
Turn clockwise for adjustment to the right | Tournez a droite ...

Ajustement a gauche 1mm
Turn counterclockwise for adjustment to the right | Tournez contretemps ...
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Warranty | :

damages accruing from the use of these products. 

Aria réparera ou remplacera, a sa convenance sans frais pendant les premiers 5 (cinq) ans apres la date d’achat 

frais de montage du produit ainsi que les dommages directs ou indirects causés aux personnes ou aux biens, 

Prepare the walls so that they are built with 2”x6” blockings in between the studs. Check the width of your 
furniture and make sure the back of the vanity is properly anchored into the backing or studs. 

based on personal preference. Since our second drawers do not have cutouts, properly measure the desired 

~25”

~22”

2”x 6” 
blocking


