
COLORS/FINISHES WARRANTYFEATURES

MISCELO™ 1 - HOLE FLOOR MOUNT TUB FILLER
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• Limited Lifetime
(*) 5-Year Limited Warranty

• Exposed mixer
• Floor mounted single column
• Top mounted metal lever handle
• Diverter to hand shower
• Ceramic disc cartridge
• Single-function hand shower with easy clean face
• Solid brass construction
• 15 metal finish and accent finish combinations
• Rough valve sold separately
 — Order MISC77250 floor tub filler rough valve in  
  floor measurements- ½” NPT connections
• Min 2 23/64” max 2 5/8”
• 5.6 GPM at 60 PSI
• 1.75 GPM for handshower
• Spout to floor height: 32 7/16:
• Center to center reach: 9 7/16”
• Back of hand shower to end of spout: 13 ½”
• Overall height: 38 1/32”
• Top of hand shower with holder: 43 17/32”
• Remote thermostatic valve may be needed. Check 

local code requirements.

houseofrohl.com

Consult your local House of Rohl showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to houseofrohl.com

MI05F1BL (Metal Lever with Bianco accent)
MI05F1GQ (Metal Lever with Greystone Quarry accent)
MI05F1NR (Metal Lever with Nero accent)
MI05F1SD (Metal Lever with Sedona accent)
MI05F1WB (Metal Lever with Whitewash Barnwood accent)

Metal finish options:
• Polished Chrome
• Satin Nickel
• Matte Black*

Accent finish options:
• Bianco
• Greystone Quarry
• Nero
• Sedona
• Whitewash Barnwood



AVAILABLE ACCENT FINISHES
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Consult your local House of Rohl showroom for additional information and specifications. For complete warranty details and a list of showrooms, go to houseofrohl.com

Bianco Whitewash Barnwood NeroGreystone Quarry Sedona
BL WBNRGQ SD


